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TOWER AND RPU ENCLOSURE
INSTALLED BY THE
DEPARTMENT

NOTE 3, TYP

DEPARTMENT WILL CONNECT s\s\““-~\\\\§\\\
GROUND CABLE TO GROUND

RODS., SEE NOTE 1

DEPARTMENT WILL CONNECT
GROUND CABLE TO GROUND
RODS, SEE NOTE 1

//Z\\GRUUND CABLE TERMINATION DETAIL

Ty

10/

54" DIA. x 8’ COATED
STEEL GROUND ROD TYP.

QTY 6
SEE NOTE 5

44////////////,,////' ™
DEPARTMENT INSTALLED 32 STRAND.

#210 WEIGHT. ¢” TINNED COPPER !
GROUND CABLE TYP N
SEE NOTE 4

GROUND TERMINAL ,
QTY 3. 1 ON EACH TOWER LEG

NOTE 3, TYP

//6\\GRUUND CABLE TERMINATION DETAIL
AT 17/PLAN VIEW

DEPARTMENT INSTALLED 32 STRAND.
#210 WEIGHT, *¢”" TINNED COPPER

GROUND CABLE
SEE NOTE 4

6” To 12"

BELOW GRADE

3,4/ GROUND ROD
CLAMP, QTY. 6

TOWER

REMOTE PROCESSING UNIT (RPU)
ENCLOSURE

TOWER INSTALLED
il BY THE DEPARTMENT

]

SEE NOTE 2

?‘47

54’ DIA. x 8’ COATED STEEL

GROUND ROD, QTY 6
SEE NOTE 5

//E\\GROUND CABLE TERMINATION DETAIL
AT 17/PROFILE VIEW

NOTES:

1.
2.

DEPARTMENT WILL PLACE GROUND CABLES ON THE TGP OF CONCRETE PAD.

DEPARTMENT WILL ANCHOR GROUND CABLES FLAT AGAINST CONCRETE PAD
WITH SUITABLE CLAMPS/ANCHORS. EXCESS WIRE TO BE ATTACHED TO
TOWER BY THE DEPARTMENT.

. INSTALL GROUND RODS FOR ALL 3 LEGS OF THE TOWER. DEPARTMENT

WILL INSTALL GROUND WIRE.

. DO NOT CUT WIRE, SHOULD BE CONTINUOUS TO EACH GROUND RQOD.
. STAKE OR FLAG THE LOCATIONS OF ALL INSTALLED GROUND RODS.

|[SUPPLEMENTAL

DRAWING]|

REVISIONS

REVISED NOTES.

REMARKS

S.S.

APPR.

DATE

3 |02/22/87 |TIM | UPDATED DETAILS A, B, AND C. NOTES CHANGED.

2 |12/20/@6 |TJM | CLARIFIED DEPARTMENT WORK
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